














 cX10

FEATURES

High performance coaxial driver
Wavefront coherency at all frequencies
90° conical dispersion

Full range of mounting options

High SPL

The Pulz CX10 loudspeaker is a versatile system that is designed for high quality distributed sound reinforcement.
Using true point source coaxial technology, the CX10 features advanced components in flexible, multipurpose
format that is suitable for either touring or fixed installations. The CX10 is a passive 2-Way loudspeaker containing
a 1" voice coil compression driver assembled in a coaxial configuration along with a 10" Low-Mid frequency driver
providing a 90° conical dispersion.

Further advantages of the coaxial approach include: single point source radiation, total wavefront coherency at all
frequencies and superimposed LF/HF dispersion characteristics that are free of polar lobing effects typical of
traditional horn and woofer combinations. The net result is natural, studio monitor level sound quality that is ideal
for proximity use.

The new MVC (Multi Vent Convection) technology, allows the CX10 to handle its maximum power capacity in any
working position.

Medium power touring, installed PA for clubs, A/V theatre, high quality stage monitoring etc. are the application
field of the CX10. The design and the great additional options for the CX10, provide this speaker a simple and
easy installation. One can put it on the floor, install it on a stand, or fly it. As a main FOH (Front of House) the
CX10 is meant for vocal applications, stage monitor or distributed sound. Combined with Pulz subwoofers, the
CX10 allows to create compact and powerful systems suitable for all indoor and outdoor configurations.

The enclosure comprises a 45° side for stage monitor applications and includes two 35 mm built-in stand
fittings as well as a steel bar handle and two wood integrated handles.

SPECIFICATIONS:

Frequency Response:
Power Rating:
Sensitivity:

Maximum SPL:
Nominal Impedance:
Low Frequency Driver:
High Frequency Driver:
Dispersion:
Recommended Filter:

Crossover:
Finish:
Connector:
Enclosure:
Grill:

Dimensions (H X W X D):

Net Weight:
Packed Weight:

294 mm

SIDE VIEW

60Hz to 20kHz

150W AES, 600W peak

96.7dB @ 1W/1m

118dB continuous, 124dB peak @ 1m

8Q

10” (250 mm) Low-Mid driver with coaxial entry
17 (25 mm) voice coil compression driver mounted coaxially
90° conical

50Hz 18dB/octave Butterworth High pass filter;
20kHz 18dB/octave Butterworth Low pass filter
2.5kHz Passive, Air core inductors, MKP capacitors,
Wirewound resistors

Black impact resistant structured coating

2 X Speakon

Bass reflex type with MVC technology,

15 mm Birch Plywood

Acoustically transparent perforated steel

with foam backing

467 mm X 340 mm X 294 mm

(18.47 X 13.4” X 11.57)

14 kg (31 Ib)

16 kg (35 Ib)

467 mm

‘ 340 mm

FRONT VIEW TOP VIEW



SPECIFICATIONS:

l ( : X 1 2 Frequency Response: 70Hz to 20kHz

Power Rating: 400W AES, 1600W peak
Sensitivity: 98dB @ 1W/1m
Maximum SPL: 124dB continuous, 130dB peak @ 1m
Nominal Impedance: 8Q
Low Frequency Driver: 12" (308 mm) Low-Mid driver with coaxial entry
High Frequency Driver: 1.5" (38 mm) voice coil compression driver mounted coaxially
Dispersion: 90° conical
FEATU RES Recommended Fliter: 60Hz 18dB/octave Butterworth High pass filter;
20kHz 18dB/octave Butterworth Low pass filter
High performance coaxial driver Crossover: 2kHz Passive, low loss air core inductors and
Wavefront coherency at all frequencies MKP capacitors
Finish: Black impact resistant structured coating
90° conical dispersion
Connector: 2 X Speakon
Full range of mounting options Enclosure: Bass reflex type with MVC technology,
High SPL 15 mm Birch Plywood
Grill: Acoustically transparent perforated steel

with foam backing

Dimensions (H X W X D): 508 mm X 368 mm X 365 mm
(20" X 14.5” X 14.37)
Net Weight: 22 kg (48 Ib)
; : : : ; e ) Packed Weight: 24 .5 kg (54 Ib)
The Pulz CX12 loudspeaker is a versatile system that is designed for high quality distributed sound reinforcement
or high performance stage monitoring. Using true point source coaxial technology, the CX12 features advanced
components in flexible, multipurpose format that is suitable for either touring or fixed installations. The CX12 is a
passive 2-Way loudspeaker containing a 1.5" voice coil compression driver assembled in a coaxial configuration
along with a 12" low frequency driver providing a 90° conical dispersion. 365 mm

Further advantages of the coaxial approach include: single point source radiation, total wave front coherency at
all frequencies and superimposed LF/HF dispersion characteristics that are free of polar lobing effects typical of S
traditional horn and woofer combinations. The net result is natural, studio monitor level sound quality that is ideal
for proximity use.

The new MVC (Multi Vent Convection) technology, allows the CX12 to handle its maximum power capacity in any
working position.

High power touring, installed PA for clubs, A/V theatre, high quality and high SPL stage monitoring etc. are the
application field of the CX12. The design and the great additional options for the CX12, provides this speaker a
simple and easy installation. One can put it on the floor, install it on a stand, or fly it. As a main FOH (Front of
House) the CX12 is meant for vocal applications, stage monitor or distributed sound. Combined with Pulz
subwoofers, the CX12 allows to create compact and powerful systems suitable for all indoor and outdoor

configurations. il 368 mm

508 mm

The enclosure comprises a 45° side for stage monitor applications and includes two 35 mm built-in stand fittings
as well as a steel bar handle and two wood integrated handles. SIDE VIEW FRONT VIEW TOP VIEW



FEATURES

Natural sound reproduction

Full power handling in any position due to
MVC technology

Point source radiation

Full range of mounting and flying accessories

Pulz X12 Premium loudspeaker provides a versatile system that is designed for high quality distributed sound
reinforcement or high performance stage monitoring. Using true point source coaxial technology, the X12 Classic
features advanced components in a flexible, multipurpose compact enclosure that is suitable for either touring or
fixed installation. The X12 Classic is a passive 2-way loudspeaker system

containing a 1&quot; exit compression driver assembled in a coaxial configuration along with a 12&quot; LF driver

providing a 60° conical dispersion. Advantages of the coaxial approach include: single point source radiation, total
wavefront coherency at all frequencies and superimposed LF/HF dispersion characteristics that are free of polar
lobing effects typical of traditional displace horn and woofer combinations. The net result is natural, studio monitor
grade sound quality that is ideal for proximity use.

The new MVC (Multi Vent Convection) technology, allows the X12 to handle its nominal full power

capacity in any working position.

Medium power touring, installed PA for clubs, A/V, theatre, broadcast, high quality stage monitoring,

etc, are the application field of X12 Classic. The design and the great additional options for the X12 Classic makes
the installation simple and easy. One can put it on the floor, install it on a stand or fly it. Walls and ceilings are in
its range of installation, thanks to its optional lyre brackets.

As a main F.O.H the X12 Classic is primarily meant for vocal applications, stage monitor or distributed sound. For
music requirement, a dedicated optional processor is provided in order to optimize the speaker response.
Combined with PULZ subwoofers, the X12 Classic allows to create compact and powerful systems suitable for all

indoor or outdoor configurations.

The enclosure comprises a 45° angle side for stage monitor application and include two 35 mm built in stand fitting
as well as a steel bar handle and two wood integrated handles.

SPECIFICATIONS:

Frequency Response
Power rating

Sensitivity

Maximum SPL (Continuous)
Nominal impedance
Dispersion

Transducers

Enclosure
Grill

Finish
Connector
Dimensions

Net Weight
Packed Weight

365 mm

SIDE VIEW

55 Hz to 20 KHz

250W AES; 1000W Peak

98.6 dB 1 W/1m

122.5 dB at 1m

8Q

60° Conical

12” Coaxial LF driver

1" coaxially mounted HF compression driver
16mm Birch plywood vented enclosure
Acoustically transparent MS grill

Black impact resistant structured coating
2 X Speakon connector

508 mm X 368 mm X 365 mm

(20" X 14.5”" X 14.57)

16 kg (35 Ib)

18.5 kg (41 Ib)

508 mm

‘ 368 mm

FRONT VIEW TOP VIEW



| CX15

FEATURES

High performance coaxial driver
Wavefront coherency at all frequencies
90° conical dispersion

Full range of mounting options

High SPL

The Pulz CX15 loudspeaker is a versatile system that is designed for high quality distributed sound
reinforcement or high performance stage monitoring. Using true point source coaxial technology, the CX15
features advanced components in flexible, multipurpose format that is suitable for either touring or fixed
installations. The CX15 is a passive 2-Way loudspeaker containing a 1.75" voice coil compression driver assem-
bled in a coaxial configuration along with a 15" low frequency driver providing a 90° conical dispersion.

Further advantages of the coaxial approach include: single point source radiation, total wavefront coherency at all
frequencies and superimposed LF/HF dispersion characteristics that are free of polar lobing effects typical of
traditional horn and woofer combinations. The net result is natural, studio monitor level sound quality that is ideal
for proximity use.

The new MVC (Multi Vent Convection) technology, allows the CX15 to handle its maximum power capacity in any
working position.

High power touring, installed PA for clubs, A/V theatre, high quality and high SPL stage monitoring etc. are the
application field of the CX15. The design and the great additional options for the CX15, provide this speaker a
simple and easy installation. One can put it on the floor, install it on a stand, or fly it. As a main FOH (Front of
House) the CX15 is meant for vocal applications, stage monitor or distributed sound. Combined with Pulz
subwoofers, the CX15 allows to create compact and powerful systems suitable for all indoor and outdoor
configurations.

The enclosure comprises a 45° side for stage monitor applications and includes two 35 mm built-in stand
fittings as well as a steel bar handle and two wood integrated handles.

SPECIFICATIONS:

Frequency Response:
Power Rating:
Sensitivity:

Maximum SPL:
Nominal Impedance:
Low Frequency Driver:
High Frequency Driver:
Dispersion:
Recommended Fliter:

Crossover:
Finish:
Connector:
Enclosure:
Grill:

Dimensions (H X W X D):

Net Weight:
Packed Weight:

403 mm
[ e e
[e e o
SIDE VIEW

65Hz to 20kHz

500W AES, 2000W peak

98dB @ 1W/1m

125dB continuous, 131dB peak @1m

8Q

15" (380 mm) Low-Mid driver with coaxial entry
1.75" (44 mm) voice coil compression driver mounted coaxially
90° conical

45Hz 18dB/octave Butterworth High pass filter;
20kHz 12dB/octave Butterworth Low pass filter
1.3kHz Passive, low loss air core inductors and
MKP capacitors

Black impact resistant structured coating

2 X Speakon

Bass reflex type with MVC technology,

15 mm Birch Plywood

Acoustically transparent perforated steel

with foam backing

670 mm X 430 mm X 403 mm

(26.4” X 177 X 167)

31 kg (68 Ib)

34 kg (75 Ib)

670 mm

_ ‘ 430 mm

FRONT VIEW TOP VIEW



SPECIFICATIONS:

Frequency Response: 100Hz to 20kHz
Power Rating: 120W AES, 480W peak
Sensitivity: 93.8dB @ 1W/1m
Maximum SPL: 114.5dB continuous, 120.5dB peak @1m
Nominal Impedance: 8Q
Nominal Directivity: 90° conical
Low Frequency Driver: 8” (200 mm) Low-Mid driver with coaxial entry
High Frequency Driver: 17 (25 mm) voice coil compression driver mounted coaxially
F EATU RES Recommended filter: 80Hz 18dB/octave Butterworth high pass filter; 20kHz
18dB/octave Butterworth
High SPL low pass filter
Crossover: 2.6kHz Passive, Air core inductors, MKP capacitors, wire-

Compact design

= : : wound resistors
Conical lobe free dispersion

Finish: White
Ceiling flush mount Connector: Screw type binding post, cable upto 4 mm diameter
High sensitivity Enclosure: Metal sealed enclosure
Grill: Acoustically transparent white metal grill
Dimensions (Diameter x H): 190 mm X 271 mm (7.5” X 10.77)
Net Weight: 6 kg (13 Ib)
Packed Weight: 7 kg (15 1b)
271 mm
Pulz CMX8 is a ceiling mount coaxial speaker designed to cater to pro audio segments offering immersive
audio formats such as Dolby Atmos. CMX8 is a perfect fit for top surround channels offering point source £ :
wide dispersion lobe free coverage, high sensitivity and high power handling for faithfully reproducing £
multi-channel surround sound dynamics. & E
o
The CMX8 system is a coaxial 2-way passive speaker system which can be flush mounted in the false - =
ceiling. The 7" enclosure provides closed box loading to the driver offering frequency response from 100Hz -
to 20kHz. @182mm

SIDE VIEW FRONT VIEW TOP VIEW



sound matters

lnpulz:;

Pulz Electronics Ltd.
Kailashpati, 2nd Floor,

Plot 10A, Veera Desai Road,

Andheri (W), Mumbai 400 053, India
Tel: +91 22 2673 2593

www.pulz.co.in Pulz reserves the right to make changes in specifications without prior notice.



